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GENERAL NOTES

INDEX OF SHEETS

SHEET NO, TITLE
1. ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE DETAILS IN THE PLANS, THE SPECIAL  20. ON STREETS TO BE FULL WIDTH MILLED (2” OR MORE), THE STRUCTURES IN THE PAVEMENT SHALL BE
PROVISIONS INCLUDED IN THE CONTRACT DOCUMENTS, AND THE LATEST EDITION OF THE FOLLOWING ADJUSTED IN ACCORDANCE WITH THE IDOT DETAIL “DETAILS FOR FRAMES AND LIDS ADJUSTMENT 1 COVER SHEET
STATE OF ILLINOIS SPECIFICATIONS: “THE STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE WITH MILLING’. THIS WORK SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE FOR FRAME AND ‘
CONSTRUCTION” (REFERED TO AS THE “STANDARD SPECIFICATIONS™, THE “SUPPLEMENTAL LIDS TO BE ADJUSTED (SPECIAL). EXISTING FRAMES AND GRATES OR LIDS THAT ARE TO BE REPLACED 2 INDEX OF SHEETS, HIGHWAY STANDARDS AND GENERAL NOTES
SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS”, THE “MANUAL ON UNIFORM TRAFFIC CONTROL AS PART OF STRUCTURE ADJUSTMENT SHALL BE DELIVERED TO THE VILLAGE OF SOUTH ELGIN PUBLIC 3 SUMMARY OF QUANTITIES
DEVICES FOR STREETS AND HIGHWAYS“ 'AND THE “MANUAL OF TEST PROCEDURES FOR MATERIALS". WORKS, 4 TYPICAL SECTIONS, HOT-MIX ASPHALT MIXTURE REQUIREMENTS AND
SCHEDULE OF QUANTITIES
2. UTILITY LOCATIONS HAVE NOT BEEN SHOWN ON THESE PLANS. THE CONTRACTOR SHALL HAVE THE 21. [THE CONTRACTOR SHALL UTILIZE A MECHANICAL SWEEPER TO CLEAN STREETS AFFECTED BY
RESPECTIVE UTILITY COMPANIES FIELD LOCATE ALL THEIR FACILITIES PRIOR TO BEGINNING CONTRACTORS OPERATIONS, INCLUDING HAUL ROUTES, AT LEAST TWICE PER WEEK AND ADDITIONALLY 5-7 PLAN - SPRING STREET
CONSTRUCTION, THE CONTRACTOR SHALL ALSO VERIFY THE DEPTHS OF THE EXISTING UTILITIES IF AS DIRECTED BY THE ENGINEER. THIS WORK SHALL BE INCLUDED IN THE COST OF MOBILIZATION. 8 - 10  PAVEMENT MARKING PLAN - SPRING STREET
NECESSARY. ANY RELOCATION OR LOWERING OF UTILITIES SHALL BE COORDINATED BY THE
CONTRACTOR 22. THE DISTRICT { DETAIL FOR DRIVEWAYS SHOWN IN THE PLANS SHALL BE MODIFIED TO PROVIDE i DISTRICT 1 DETAIL - BD-O1 DRIVEWAY DETAILS - DISTANCE BETWEEN
HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, N70 INSTEAD OF HOT-MIX ASPHALT SURFACE COURSE, R.O.W. AND CURB OR EDGE GREATER THAN OF EQUAL TO 15 (4,5m)
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERGROUND OR SURFACE MIX “C”, N50, w
UTILITIES EVEN THOUGH THEY MAY NOT BE SHOWN ON THE PLANS. ANY UTILITY THAT IS DAMAGED 12 DISTRICT 1 DETAIL - BD-08 DETAILS FOR FRAMES AND LIDS
DURING CONSTRUCTION SHALL BE REPAIRED OR REPLACED AT THE CONTRACTOR'S EXPENSE TO THE 23. CURB AND GUTTER SHALL BE DEPRESSED AT DRIVEWAYS AND SIDEWALK RAMPS IN ACCORDANCE WITH ADJUSTMENT WITH MILLING
SATISFACTION OF THE ENGINEER OR VILLAGE. : THE IDOT HIGHWAY STANDARDS. SIDEWALK RAMPS FOR ACCESS FOR THE DISABLED SHALL BE 13 DISTRICT 1 DETAIL - BD-22 PAVEMENT PATCHING FOR
PROVIDED AT THE PROPOSED CROSSWALKS IN ACCORDANCE WITH THE IDOT HIGHWAY STANDARDS OR HMA SURFACED PAVEMENT
AS DETERMINED BY THE ENGINEER.
4, THE CONTRACTOR SHALL NOTIFY THE VILLAGE DIRECTOR OF PUBLIC WORKS AND THE ENGINEER 14 DISTRICT 1 DETAIL - BD-24 CURB AND CURB AND GUTTER
AT LEAST 48 HOURS IN ADVANCE OF BEGINNING WORK TO OBTAIN VILLAGE UTILITY LOCATIONS AND REMOVAL AND REPLACEMENT
SHALL COORDINATE ALL CONSTRUCTION OPERATIONS WITH THE VILLAGE SUPERINTENDENT OF puBLIc  24-[PORTLAND CEMENT CONCRETE SIDEWALK SHALL HICKENED TO 6-INCHES AT LOCATIONS WHERE THE
WORKS AND THE ENGINEER. SIDEWALK CROSSES PRIVATE DRIVEWAYS AND 8-INCHES WHERE THE SIDEWALK CROSSES COMMERCIAL 15 DISTRICT 1 DETAIL - BD-32 BUTT JOINT AND HMA TAPER DETAILS
DRIVEWAYS, 6" x 6 WELDED WIRE FABRIC SHALL BE INSTALLED IN THE SIDEWALK WHERE THE ® DISTRICT 1 DETAIL - TC-10 TRAFFIC CONTROL AND PROTECTION FOR
5. MATERIALS RESULTING FROM THE REMOVAL OF PAVEMENT, DRIVEWAYS, CURB AND GUTTER, HOT-MIX ;I/E‘E‘;'&Lg SCSISLSLSEBSE EF{E:‘EEDPE\IIEQI{ESgRFEg\TﬂMgRRC‘{‘S\LDfé’ig’REMWIﬁ‘E’g- BYTRTAHNES\’EErq'*GSIEEEéPANTség“S\J/g&ES SIDE ROADS, INTERSECTIONS, AND DRIVEWAYS ,
ASPHALT SURFACES, SIDEWALKS AND EXCAVATION FOR NEW SIDEWALKS ETC. SHALL BE REMOVED AT . . - Te-
THE END OF EACH DAY TO AN APPROVED SITE. IN THE JUDGMENT OF THE ENGINEER. SHOULD IT BE CONTRACTION JOINTS SHALL BE PLACED EVERY 5-FEET. THIS WORK IS INCLUDED IN THE COST OF 1 DISTRICT | DETAIL - TC-1l TYPICAL APPLICATIONS RAISED REFLECTIVE
. , PCC SIDEWALK. 5 PAVEMENT MARKINGS (SNOW-PLOW RESISTANT)
NECESSARY TO REMOVE SUCH MATERIALS, THE ENGINEER WILL HAVE THE MATERIAL REMOVED AND THE . 8%
CONTRACTOR WILL BE BILLED (CHARGED) ACCORDINGLY. 18 DISTRICT 1 DETAIL - TC-13 DISTRICT ONE TYPICAL PAVEMENT MARKINGS
25.[THE DISTRICT 1 DETAIL FOR CURB OR CURB AND GUTTER REMOVAL AND REPLACEMENT SHOWN IN THE
: 19 DISTRICT 1 DETAIL - TC-16 DISTRICT ONE PAVEMENT MARKING LETTERS
NOT A “WATERING BAN” IN EFFECT. THE INDISCRIMINATE USE OF FIRE HYDRANTS IS STRICTLY REPLACED BARRIER CURB AS APPLICABLE)., THE WORK SHALL INCLUDE SAW-CUTTING AND REMOVING
PROHIBITED. WATER FOR CONSTRUCTION SHALL BE METERED OR OTHERWISE ACCOUNTED FOR AND THE EXISTING PAVEMENT A MINIMUM OF 6 INCHES MEASURED FROM THE EXISTING EDGE OF 20 DISTRICT 1 DETAIL - TC-18 SIGNING FOR FLAGGING OPERATIONS AT
A DAILY LOG MAINTAINED. THE CONTRACTOR SHALL PROVIDE THE WATER TRUCK AND DRIVER mfgsENBTéngDT;IELLF}QSPJSED663&%" A%P G‘?.'JITTTHE;LFALSASG 5iFCQL‘ERE;EC;ETéngLEC/:gggNHIZGF}E/RZ THAN WORK ZONE OPENINGS
REQUIRED TO OBTAIN AND TRANSPORT THIS WATER. THE VILLAGE RESERVES THE RIGHT TO -
RESTRICT OR REFUSE THE USE OF VILLAGE WATER IF DEEMED NECESSARY. 2-1/2 INCHES FROM THE GUTTER FLAG FOR STREETS TO BE RESURFACED, THE CONTRACTOR WILL BE 21 DISTRICT 1 DETAIL - TC-22 ARTERIAL ROAD INFORMATION SIGN
REQUIRED TO GRIND ADDITIONAL CONCRETE TO THE REQUIRED 2-1/2 INCH DEPTH. INSTALL TWO
7. [IT WILL BE THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY RESIDENTS AND THE VILLAGE WHEN (2) 10-FOOT NO.4 (1/2-INCH) REINFORCING BARS, CENTERED ON ALL UTILITY CROSSINGS.
ACCESS TO THEIR DRIVEWAYS WILL BE TEMPORARILY CLOSED DUE TO DRIVEWAY REPLACEMENT. THE INSTALL TEMPORARY AGGREGATE, WHERE REQUIRED, TO MAINTAIN ACCESS. REMOVAL OF UNSUITABLE
CONTRACTOR SHALL DISTRIBUTE NOTICES PROVIDED BY THE VILLAGE TO RESIDENTS. EVERY EFFORT SUB-BASE MATERIAL AND REPLACEMENT WITH AGGREGATE BASE COURSE SHALL BE COMPLETED
SHALL BE MADE TO ACCOMMODATE ACCESS TO THESE PROPERTIES INCLUDING KNOCKING ON DOORS REGARDLESS OF DEPTH, AS DIRECTED BY THE ENGINEER. ALL OF THE ABOVE SHALL BE INCLUDED
WHEN DRIVEWAYS ARE ABOUT TO BE CLOSED. THE COST OF THIS WORK IS INCLUDED IN IN THE COST OF COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT.
COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT.
26.[WORK AND MATERIALS REQUIRED TO INSTALL 1-INCH UNIT DUCT SHALL BE INCLUDED IN THE
8. THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR SUBSECTION PAY ITEM DETECTOR LOOP REPLACEMENT.
MONUMENTS OR PROPERTY OR REFERENCE MARKERS UNTIL THE OWNERS, HIS AGENT OR AN
AUTHORIZED SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATIONS. 27. THE RESIDENT ENGINEER SHALL CONTACT THE TRAFFIC CONTROL SUPERVISOR AT (847) 705-4470 A HIGHWAY STANDARDS
MINIMUM OF 72 HOURS PRIOR TO THE PLACEMENT OF ANY TEMPORARY TRAFFIC CONTROL DEVICES.
9. THE CONTRACTOR SHALL NOTIFY IDOT BUREAU OF MATERIALS (PHONE 847-705-4337) AT LEAST 24
HOURS PRIOR TO THE PLACEMENT OF HMA OR CONCRETE. 26.[DETECTABLE WARNINGS SHALL BE CONSTRUCTED WITH THE INSTALLATION OF A 000001-05 STANDARD SYMBOLS, ABBREVIATIONS, AND PATTERNS
i CAST-IN-PLACE ‘ARMOR-TILE‘ 24" X 48" NOMINAL PANEL WIDTH AS MANUFACTURED BY ; }
10.[ALL SIGNS AND MAILBOXES THAT ARE IN CONFLICT WITH THE PROPOSED CONSTRUCTION SHALL BE ‘ENGINEERED PLASTICS, INC.” (800) 682-2525 OF WILLIAMSVILLE, NY OR AN APPROVED EQUAL. 424001-05  CURB RAMPS FOR SIDEWALKS
REMOVED AND REPLACED IN ACCORDANCE WITH VILLAGE STANDARDS AND INCLUDED IN THE PAY THE PANEL SHALL BE A POLYMER COMPOSITE AND COMPLY WITH ADA REQUIREMENTS. 442201-03 CLASS C AND D PATCHES .
ITEM FOR COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT. MAIL SERVICE THE DOMES LOCATED ON THE PANEL SHALL PARALLEL THE PAVEMENT CROSSWALK WITH THE 606001-04 CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURB AND G
- UTTER
SHALL BE MAINTAINED AT ALL TIMES. CLOSEST EDGE LOCATED AT THE BACK OF CURB. THE PANEL COLOR SHALL BE RED OR AS SELECTED ¢ com 0 E
. BY THE VILLAGE. INSTALLATION SHALL OCCUR IN ACCORDANCE WITH THE MANUFACTURERS 701502-03 URBAN LANE CLOSURE, 2L, 2W, WITH BIDIRECTIONAL LEFT TURN LANE
1.[EXISTING PAVEMENT, DRIVEWAY PAVEMENT, CURB AND GUTTER AND SIDEWALK TO REMAIN IN PLACE RECOMMENDATIONS. R
SHALL BE SAW CUT FULL DEPTH TO PROVIDE A NEAT VERTICAL FACE BETWEEN THE PROPOSED AND 701801-04  LANE CLOSURE MULTILANE IW OR 2W CROSSWALK OR SIDEWALK CLOSURE
EXISTING AND SHALL BE INCLUDED IN THE COST OF THE APPROPRIATE REMOVAL PAY ITEM. 29. THE CONTRACTOR WILL ONLY BE ALLOWED TO REMOVE AND REPLACE CURB AND GUTTER ON ONE SIDE 701901-01 TRAFFIC CONTROL DEVICES
12.[ IN AREAS WHERE THE EXISTING DRIVEWAY (HOT-MIX ASPHALT OR GRAVEL), SIDEWALK, OR CURB AND T R B oeE T s 1o Aotity ENONRG CuRE Ane CUTTER O THE. 780001-02  TYPICAL PAVEMENT MARKINGS
. - . . OF THE ROAD BEFORE THE CONTRACTOR IS ALLOWED TO BEGIN REMOVING CURB AND GUTTER ON THE
GUTTER IS TO BE REMOVED AND REPLACED, THE REMOVAL AND DISPOSAL OF ANY ADDITIONAL OTHER SIDE OF THE ROAD. 781001-03 TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS
MATERIAL REQUIRED TO ESTABLISH THE PROPOSED DRIVEWAY, SIDEWALK, OR CURB AND GUTTER
SUBGRADE ELEVATION SHALL BE INCLUDED IN THE PAY ITEMS, HMA SURFACE REMOVAL OF THE TYPE | 30 RESERVED
SPECIFIED, SIDEWALK REMOVAL OR COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND
REPLACEMENT. 31. THE FINISHED HOT-MIX ASPHALT SURFACE SHALL BE CONSTRUCTED 0.25 INCHES ABOVE THE GUTTER
13. RESERVED. FLAG.
) 32.[A PORTABLE BATHROOM(S) SHALL BE PLACED ON THE JOB SITE(S) AND RELOCATED WHEN NECESSARY
14. ;25Epzﬂﬁch’éTo‘\;P&fg?N RATE SHALL BE O.l GAL/SY. THE MC-30 PRIME COAT APFLICATION SO IT 1S ACCESSIBLE TO WORKERS. IF WORK IS OCCURRING AT SEVERAL LOCATIONS, ONE
. . PORTABLE BATHROOM SHALL BE PLACED AT EACH LOCATION WITHIN A REASONABLE DISTANCE FROM
15. THE LOCATIONS OF THE CLASS D PATCHES SHALL BE DETERMINED BY THE ENGINEER IN THE FIELD. o Lon, DETERMINED BY THE ENGINEER.  THIS SHALL BE INCLUDED IN THE PAY ITEM FOR
16. ALL AGGREGATE USED ON THIS PROJECT SHALL BE CRUSHED MATERIAL. 33. ALL CRACKS AND JOINTS SHALL BE CLEANED PRIOR TO FILLING THEM. THIS WORK SHALL BE
17. THE QUANTITIES FOR PATCHING WILL NOT EXCEED THE AMOUNT LISTED IN THE SUMMARY OF INCLUDED IN "MIXTURE FOR CRACKS, JOINTS AND FLANGEWAYS®.
QUANTITIES. 34, ALL NEW TYPE 1 OPEN LIDS SHALL BE BICYCLE SAFE.
18.|THE DAYS PAVING OPERATION SHALL RESULT IN A SINGLE TRANSVERSE JOINT. COLD
LONGITUDINAL JOINTS WILL NOT BE ACCEPTED., PROVIDING A SINGLE TRANSVERSE JOINT SHALL BE
ACCOMPLISHED BY PAVING ONE LANE OF SUFFICIENT LENGTH THAT WILL ALLOW FOR THE PAVING OF
THE ADJACENT LANE IN THE SAME DAY.
19. FOR STEEL BARS CERTIFICATION, PLEASE CONTACT IDOT BUREAU OF MATERIALS AT (847) 705-4337.
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